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Manufactured by: Escea Ltd, PO Box 5277 Dunedin NZ, Ph: +64 3 479 0302, email: info@escea.net 
For contact details of your local Escea distributor or dealer please visit www.escea.net 

 
 

- Installation, service and gas conversion must be performed by a qualified 
installer, service agency or gas supplier. 

- WARNING: Improper installation, adjustment, alteration, service or mainte-
nance can cause injury or property damage. Read the installation, operating 
and maintenance instructions thoroughly before installing or servicing this 
equipment.  
 



630108 Gas Conversion Instructions EF5000 USA 

Warning: Before starting the gas conversion, ensure that the fireplace is cool. 
 
 
Step one:  
Lift the fascia and hang it in the 
second slot, now you can un-
plug both of the fascia leads 
and remove the Fascia from the 
EF5000 firebox by lifting up and 
outwards. This will give you ac-
cess to remove the Burners and 
Stone tray.  
 
 
 
 
Step two:  
Remove all of the coals 
and the two screws 
holding the burner 
clamps in place, re-
move the clamps. 
 
 
 
 
 
 
 
 
Step three: 
Remove the two screws 
holding the Stone tray in 
place and lift it out.  
 
 
 
 
 
 
 
 
 
 
Step four: 
Lift out both burners, this 
will give you access to 
the jets (spuds).  
 
 
 


